
DTG Printer
GA-P2

THK linear guides + high-precision aluminum platen

Cost-E�cient DTG Printer GA-P2

Cost-E�cient – Low Cost, Fast ROI

High Productivity – Flexible for Custom & Small Batch Orders

Industrial Structure – Built for Stability & Long-Term Use

Easy to Operate – Simple Workflow, Minimal Labor

Eco-Friendly & Long-Lasting Output – Safe, Clean, and High Quality



GA-P2
Linko  Specification

Model

Wide

Printhead

Print Resolution 
& Speed

Media Type

Operating Temperature
Operating Humidity

Dimensions

Weight

GA-P2

40*50cm | 15.74''×19.68''
(Customizable maximum width)

3200A1*4

4Pass: 100 pieces/hour (A4 size)

3Pass: 120 pieces/hour (A4 size)

6pass: 70 pieces/hour (A4 size)

2000ml
W+CMYK/W+CMYK+ROGBColor

Ink System

Personalized customization/textile gift customization/
small batch production

18°C–28°C | 64.4°F–82.4°F

50%–60%

N.W: 450kg | 992.1lb N.W: 510kg | 1124.3lb

Package: 224×158×167cm | 88.18''×62.20''×65.74''

Cotton/blends/knitted fabrics/denim/canvas/
woven fabrics, etc.

Application Scenarios

RIP Software RIIN/PF/PP

Machine: 220×154×152cm | 86.61''×60.62''×59.84''

Image Format JPG / TIF / PDF, etc.

Print Interface Gigabit Ethernet Port; 
Laptop users need a Gigabit Ethernet Adapter

OS Requirements Windows 10 / Windows 11

Power Supply Support AC 110V+/-10%、220V+/-10%，50HZ-60HZ

Power Consumption 500W

Linko  Features

Dual-station smart switching; Simultaneous white and color printing

Integrated gantry-style welded frame; Dual Leadshine servo motors; 

Triple-layer printhead protection;THK linear guides + high-precision aluminum platen

No plate-making – print directly from artwork; Compact design, small footprint

Water-based pigment inks – safe and compliant; Soft, breathable, and durable prints
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